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Thank you for
choosing the
Perform-Max
Pool Sanitizer for
your pool.
Perform-Max
precisely meters
chlorine at a
consistant rate so
you are ensured
of a properly
sanitized pool
with less work
and more time
to enjoy.

Benefits

•  Sanitizes with
    Chlorine or Bromine.

•  Large capacity with a wide
   mouth for easier refilling.

•  Bi-flow design means unit
   can be installed in either
   direction.

•  Wide range of control dial
   settings to meet the      
    precise needs of each pool.

•  Erosion design offers
    better efficiency so
    chemicals last longer.

•  Pressure relief valve offers
    safety feature against
    built-up pressure.

Pool Balancing
1.  Before using your
Perform-Max Sanitizer, you
must first balance your pool
water.  Take a water sample
to your local pool
professional or use a
complete test kit that will
test for the following
important elements.

Water Balance
Guidelines

Free Chlorine: 1 - 3 ppm
Free Bromine: 2 - 5 ppm
pH:                    7.2 -7.8
Total Alkalinity:               60 -120
Calcium Hardness:          150 - 300
Total Dissolved Solids:  <2000
Stabilizer:                       20 - 50 ppm

2.  If your fill water is high in
metals, check with your pool
professional for the necessary
steps to correct this situation.

4.  To achieve an initial
sanitizer level, add a chlorine
shock.  Follow manufacturer's
directions carefully.

5.  DO NOT add shock in or
near the skimmer or into the
Perform-Max as it could

6.  Finally, at the beginning of
the season, add a stabilizer or
conditioner to the pool if
sanitizing with chlorine.  This
will prevent chlorine burn off.
Follow manufacturer's
directions carefully.

For Above Ground Pools

CHLO
RIN

E
SHOCK

Sta
bl

ize
r

3

3.  When testing on your own,
make sure your test kit
measures pH, total alkalinity
and free chlorine or bromine.
We recommend test strips for
easy and accurate testing.

damage equipment, risk
potential explosion or
discolor your pool surface.

For Inground Pools
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Perform-Max
Installation

The Perform-Max
comes in several
different models.
Please review this
list, determine
which model you
have and follow
the appropriate
installation
instructions for
that model only.

ABOVE GROUND POOLS

Before installing
the Perform-Max,

make sure that:

Models #980
Inline for inground pools
using 1 1/2" plumbing.
See page 10.
DO NOT INSTALL OFF-LINE.

Model #960
Off-line for inground pools
(Sanitizes up to 40,000 gallons
using chlorine and up to 20,000
gallons using bromine.)  See
Pages 8 & 9.
DO NOT INSTALL INLINE.

Model #910
Inline for above ground pools (Sanitizes up
to 20,000 gallons using chlorine and up to
15,000 gallons using bromine.) See pages
5 & 6. DO NOT INSTALL OFF-LINE.

Model #930
Off-line for hard plumbed
above ground pools
(Sanitizes up to 15,000 gallons
using chlorine and up to
12,000 gallons using bromine.)
Follow off-line directions on
Pages 8 & 9.
DO NOT INSTALL INLINE.INGROUND POOLS

You have all the supplies. The pump is turned off. The plumbing lines are dry.

17"

2" I.D.
(Female
Threaded

7"

15 1/4"

1 1/2" i.d.

7 3/16"
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Model #940
Inline for inground pools
(Sanitizes up to 50,000 gallons
using chlorine and up to
25,000 gallons using bromine.)
See Page 7.
DO NOT INSTALL OFF-LINE



Apply teflon tape to the
threaded end of both hose
adapters.

Screw adapters into
each end of Perform-
Max.  Tighten turning

Attach the filter section of
flex hose to one hose
adapter and the return
section of flex hose to the
other hose adapter with
clamps and tighten with
screwdriver.

Above Ground, Base Installation – Model 910

TOE NIPPLE

CHECK
VALVE

BUSHING

HOSE
CLAMP

HOSE
ADAPTER HOSE

CLAMP

HOSE
ADAPTER

TO POOL

1 1/2" OR 1 1/4"
FLEX HOSE

1 1/2" X  1 1/2" X 1 1/4"
HOSE ADAPTER

HOSE
CLAMP

FILTER &
PUMP

The Perform-Max should always be
installed between the filter and pool
(or between heater and pool if
applicable).

TO POOL

PUMP

FILTER

5

1. 2.

3.

4.
5.

1 to 2 revolutions with
wrench.  DO NOT
OVERTIGHTEN.

MA

ERFORM-

POOLSANITIZER

MATERIALS NEEDED:

Two
Hose
Clamps

Check Valve
Rainbow #172288

RECOMMENDED:

OPTION:

1 1/2" Threaded by
1 1/2" Slip Bushing.

When installing with
hard PVC pipe, use
either a half union on
the outside port
threads or a bushing
on the inside port
threads.

#10 X 1 1/4" Phillips
Pan Head Screws with
Washers

Half
Union

or

TOOLS NEEDED

Installing a corrosion resistant check valve is recommended
for the protection of pool equipment especially a heater, from
chemical corrosion.

Teflon Tape

Two Hose Adapters
1 1/2" X 1 1/2" X 1 1/4"

Two Sections of
of 1 1/2" Flex Hose
(one provided with
filter)

For better stability, Perform-
Max may be mounted on a
base using Phillips pan head
screws.

Screwdriver

Wrench



Above Ground, Filter Installation - Model 910

Apply teflon tape to each
threaded end of nipple.

Screw one end of nipple
into the filter return.

Screw either side of
Perform-Max on to open
nipple end until upright
and secure.

Tighten turning
1 to 2 revolutions with
wrench.  DO NOT OVERTIGHTEN.

HOSE
ADAPTER

HOSE
ADAPTER

HOSE  ADAPTER

6

Tighten turning
1 to 2 revolutions
with wrench.  DO NOT
OVERTIGHTEN

4.

5.

6.

1.
2.

3.

7.

MATERIALS NEEDED:

One
Hose
Clamp

Check Valve
Rainbow #172288

RECOMMENDED:

Apply teflon tape to
threaded end of hose
adapter.

Screw adapter into open
end of Perform-Max.

Attach return section of hose
to the adapter with clamp.
Tighten clamp with
screwdriver.

TOOLS NEEDED
Screwdriver

Installing a corrosion
resistant check valve is
recommended.

Teflon Tape

One Hose Adapter
1 1/2" X 1 1/2" X 1 1/4"

One 6" X 1 1/2"  TBE
PVC Nipple

One Section of
1 1/2" Flex Hose
(provided with filter)

Wrench



Inground, Inline Installation – Model 940

PVC
CEMENT

PIPE
THREAD
SEALANT

PVC
CEMENT

Check Valve
Rainbow
#172288

PIPE
THREAD
SEALANT

PIPE
THREAD
SEALANT

COPPER PIPE

7

POOL SANITIZER
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1. 2. 3.

4. 5.

6.

MATERIALS NEEDED:

PVC
Cement

Pipe Thread
Sealant

Two 2" Threaded
X 2" or 1 1/2" Slip
PVC Bushings
(not included)

#10 X 1 1/4" Phillips Pan

RECOMMENDED:

Use Phillips pan head
screws through the
mounting holes at the
Perform-Max base to
secure the Perform-Max
into a treated wood base.

Can be installed with the
water flow in either direct-
ion due to its bi-flow valve.

TOOLS NEEDED

Wrench

Hacksaw

Following pipe thread
sealant directions, brush
sealant onto Perform-Max
threads in both ports.

Brush sealant on the
threads of both bushings.

DO NOT USE TEFLON TAPE as
the threads
on these units
are not suitable
for this use and
leaking or bushing
failure could result.

Screw a bushing
into each port of
Pool Sanitizer and
hand tighten.

Completely tighten
turning 1 to 2
revolutions
with wrench.
DO NOT
OVERTIGHTEN.

Following PVC cement
directions brush PVC
cement on to ends of pipe
and the inside of bushings.

Insert PVC pipe into
bushings.  Hold in place
5 to 10 seconds to bond.

Isolating the Perform-Max by
installing a corrosion
resistant check valve or
creating a plumbing loop is
recommended to protect the
equipment and prevent
possible discoloration of pool
surface.

Do NOT install an inline
Perform-Max off-line as this
Perform-Max is different than
an off-line unit.

Install after all equipment and as far as possible from heater.

Do NOT install in copper pipe
as chemical corrosion occurs.

Leave 12" to
15" above and
around
Perform-Max
to allow room
for easy
refilling.

12" to 15"

12" to 15"

POOL SANITIZER

POOL SANITIZER
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Off-line Installation – Model 960 or 930

PVC
CEMENT

PVC
CEMENT

PIPE
THREADSEALANT

PIPE
THREADSEALANT

PIPETHREAD
SEALANT

PIPE
THREADSEALANT

POOL SANITIZER

POOL SANITIZER
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1. 2. 3.

4. 5. 6.

5A.

MATERIALS NEEDED:

Pipe Thread
Sealant

Two
90 Degree Elbows

Two Male
Adapters

Two Reducer
Bushings

Four Hose Clamps

Check Valve
Rainbow #172288

#10 X 1 1/4" Phillips Pan
Head Screws with
Washers

OFF-LINE KIT

6' of Tubing

Two Scoop
Gaskets

Two Scoop
Clamps

• Included with 960

RECOMMENDED:

• Included with 930

• Included with 960 & 930

Instructions for Model 960 start with Step 1.   • Instructions for Model 930 start with Step 5A.

Can be installed with the water flow in either direction due
to its bi-flow valve.

TOOLS NEEDED
Wrench

Screwdriver

Battery
Operated Drill
with 5/8" or 19/32" Bit.

Following pipe thread
sealant directions, brush
sealant onto elbow threads.

Following pipe thread sealant
directions, brush sealant onto
Perform-Max threads in both
ports.

Brush sealant on threads of
both male adapters.

DO NOT USE TEFLON TAPE
as the threads on
these units are
not suitable for
this use and
leaking or bushing
failure could result.

Screw a male
adapter into each
port of Perform-Max and
hand tighten.

Completely tighten
turning 1 to 2
revolutions
with a wrench.
DO NOT
OVERTIGHTEN.

Following PVC cement
directions, brush PVC cement
on reducer bushings and
inside of male adapters.

Insert reducer bushing
into male adapter on both
sides. Hold in place 5 to 10
seconds to bond.

For Model 930 only, brush
pipe thread sealent on
bushing threads and feeder
ports. Screw bushings into
ports. Continue with rest
of instructions.

Do NOT install an off-line
Perform-Max inline as this
Perform-Max is different than
an inline unit.

Install off-line when
insufficient room for an
inline application.  Install as
far from heater as possible.
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PVC
Cement

Two
Scoops

RECOMMENDED:

Check Valve
Rainbow #172288

#10 X 1 1/4" Phillips Pan
Head Screws with
Washers

MATERIALS NEEDED:

Pipe Thread
Sealant

PVC
Cement

Two Reducer
Bushings
Start with step 5A.

POOL SANITIZER



POOL SANITIZER

POOL SANITIZER

POOL SANITIZER

POOL SANITIZER

7. 8. 9. 10.

11. 12. 13.

15.14. 16.

17.

For best results use Phillips
pan head screws through the
mounting holes at the
Perform-Max base to secure
the Perform-Max into a
treated wood base.

Isolating the Perform-Max by installing a corrosion resistant
check valve is recommended to protect the equipment and
prevent discoloration of pool surface.

Attach a gasket to
each scoop.

Place scoops
inside holes
so the inlet
scoop faces
the water
flow and the
outlet scoop
faces away
from the
water flow.

Tighten scoop clamps with
a screwdriver.

When pipe is
totally dry,
drill two 19/32"
or 5/8" holes
12" apart on the
return line.  Be
careful not to go
through other
side of pipe.

Arrows on scoops must face each other.

Screw elbow into reducer
bushings on both sides.

Cut tubing
to size for
each
Perform-
Max
connection
and attach
one to
each elbow
with
clamps.

Tighten clamps
with a screwdriver.

Attach scoop clamps
over the scoops and
around the pipe.

Attach each hose to a
venturi scoop male
nipple with a small
clamp and tighten with
screwdriver.
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Special Perform-Max Installations

B.  In-Floor Cleaners

A.  With High GPMS
      Install T- fittings as shown only

10

Special installations should
be considered when:

1.  Water flow is higher than
80 gpm.

2.  In-floor cleaner is included
with pool.

3.  Pool and spa combination
with common equipment.

Over chlorination or
damage to the Perform-
Max or other equipment
could result if these special
installations are not used in
these situations.
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Perform-Max 980

If installing a Model 980
Perform-Max, follow steps 1
through 3 on page 7 using
the reducer bushing
included with the Model 980.

Repeat steps 1 through 3
using a 1 1/2" threaded
by 1 1/2" slip bushing (you
provide).

Then follow the remaining
inline directions on page 7.

Inline Installations for 1 1/2" Plumbing

TO POOL

PERFORM-MAX

C.  Pool and Spillover Spa Combination
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CHECK VALVE
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Two 1 1/2" Threaded
by 1 1/2" Slip Bushing
(you provide)

Two 2" Threaded by
1 1/2" Threaded
Bushings (included)

Model 980
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Refilling Chemicals

11

tion per refill.  When using Bro-
mine, the Perform-Max should
be operated as a soaking feeder
as this chemical works best when
all tablets are wetted. Therefore
bleeding the air by unscrewing
the cap knob is recommended.

2.  Turn pump off. 3.  Unscrew side knob on Models 910 & 930 or cap knob on
Models 940, 960 & 980 to relieve pressure.

1.  Operate Perform-Max until
empty of all chemical.  When
empty, set control dial to max-
imum & let run empty 24 hrs.

4 5 6 7

9
8

MAXIMUM

Changing Chemicals
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4. 5.

Turn dial to Minimum.  This
reduces the flow of water
into the unit when the cap
is open so isolation valves are
unnecessary.

Unscrew side knob on Models 910 & 930 or cap knob on Models
940, 960 & 980 to relieve pressure.

Replace cap by hand only.
DO NOT OVERTIGHTEN

Replace side knob on Models
910 and 930.

DO NOT USE CAP TOOL to
tighten cap.
For removal only.

Turn pump off.

Use the cap tool included
with Perform-Max to loosen
cap by turning counter
clockwise.  Stand back upon
removing cap to avoid
inhaling fumes.

Fill unit to top with chemical.
DO NOT MIX BROMINE AND
CHLORINE.  Do not put small
particles in feeder.  Always
wear protection for eyes,
skin and clothing.  Avoid
sparks, open flame or
smoking when handling
chemicals.

CAUTION Read Carefully
USE ONLY ...
Slow dissolving Trichloro-s-
Triazinetrione (Trichlor) tablets
or pucks or Bromine tablets or
sticks in the Perform-Max.

DO NOT USE ...
CALCIUM HYPOCHLORITE, FAST
DISSOLVING TRICHLOR OR ANY
GRANULAR OR LIQUID MATERIAL
IN THE PERFORM-MAX.
USE OF THESE PRODUCTS COULD
RESULT IN FIRE OR EXPLOSION

When using slow dissolving
Trichlor, the Perform-Max should
be operated based on its normal
erosion design where only the
bottom layer of tablets are wet-
ted. This provides better control-
lability and longer lasting sanita-

Make sure cap knob is
screwed down before
replacing cap.

NEVER MIX CHEMICALS












